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START TABLE for L3_F&PRS
Table L3_F&PRS (New L3 requirements )
REQ_
SOURCE_ID

 KEY TEXT CLARIFI
CATION

REQ_TYP
E

SDPS-
0 2 0 0

In support of reducing production data dependency flow
bandwidth consumption during inter-DAAC network
transmission, the ECS shall support subsetting through the
use of geographical masking (land/sea mask, snow/ice
mask) for standard production as well as reprocessing.

functiona
l

SDPS-
0 2 1 0

In support of reducing production data dependency flow
bandwidth consumption during inter-DAAC network
transmission, the ECS shall support the application of
lossless compression and decompression techniques on
data set files for removal of data set fill pixels, for standard
production as well as reprocessing.

functiona
l

SDPS-
0 2 2 0

In support of reducing production data dependency flow
bandwidth consumption during inter-DAAC network
transmission, the ECS shall support subsetting through
swath width reduction by selection of a range of pixels
from each swath row, for standard production as well as
reprocessing.

functiona
l

SDPS-
0 2 3 0

In support of reducing production data dependency flow
bandwidth consumption during inter-DAAC network
transmission, the ECS shall support subsetting by spectral
band(s) selection, for standard production as well as
reprocessing.

functiona
l

Table L3_F&PRS (Other Attributes For new L3s)
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PARAGRAPH_I
D

REQ_SOURC
E

REQ_STATU
S

REQ_TITLE SEGMENT_ALLOCATIO
N

SDPS-0200 Original approved Geographical masking subsetting
suppor t

SDPS

SDPS-0210 Original approved Lossless compression subsetting
suppor t

SDPS

SDPS-0220 Original approved Swath width reduction subsetting
suppor t

SDPS

SDPS-0230 Original approved Spectral band selection subsetting
suppor t

SDPS

END TABLE for L3_F&PRS

START TABLE for REQ_BY_REL

Table REQ_BY_REL (New RBRs)

paragraph_id r e q u i r e m
en t_key

t e x t r e
q _
i n t
e r
p r
e t a
t i o
n

funct ional
i t y _ s t a t u s

r e q _ t y p e r e l
e a
s e

req_ca
tegory

funct ion
a l i t y _ s t
a t u s
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SDPS-
0200#B

In support of reducing
production data
dependency flow
bandwidth consumption
during inter-DAAC
network transmission, the
ECS shall support
subsetting through the
use of geographical
masking (land/sea mask,
snow/ice mask) for
standard production as
well as reprocessing.

fully
m e t

functiona
l

B miss i
o n
f u l f i l
l m e n t

fully
m e t

SDPS-
0210#B

In support of reducing
production data
dependency flow
bandwidth consumption
during inter-DAAC
network transmission, the
ECS shall support the
application of lossless
compression and
decompression
techniques on data set
files for removal of data
set fill pixels, for
standard production as
well as reprocessing.

fully
m e t

functiona
l

B miss i
o n
f u l f i l
l m e n t

fully
m e t
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SDPS-
0220#B

In support of reducing
production data
dependency flow
bandwidth consumption
during inter-DAAC
network transmission, the
ECS shall support
subsetting through swath
width reduction by
selection of a range of
pixels from each swath
row, for standard
production as well as
reprocessing.

fully
m e t

functiona
l

B miss i
o n
f u l f i l
l m e n t

fully
m e t

SDPS-
0230#B

In support of reducing
production data
dependency flow
bandwidth consumption
during inter-DAAC
network transmission, the
ECS shall support
subsetting by spectral
band(s) selection, for
standard production as
well as reprocessing.

fully
m e t

functiona
l

 B miss i
o n
f u l f i l
l m e n t

fully
m e t

Table REQ_BY_REL (Other Attributes For new RBRs)
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REQ_NUMBER REQ_TITLE SEGMENT
_ALLOCA
TION

S_VERICATION_MET
HOD A_VERICATION_MET

HOD

SDPS-0200#B Geographical
masking
subsett ing
suppor t

SDPS Demo Demo

SDPS-0210#B Lossless
compression
subsett ing
suppor t

SDPS Demo Demo

SDPS-0220#B Swath width
reduction
subsett ing
suppor t

SDPS Demo Demo

SDPS-0230#B Spectral band
selection
subsett ing
suppor t

SDPS Demo Demo

END TABLE for REQ_BY_REL
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START TABLE for from L3_FPRS  (to REQ_BY_REL)

Table Links (For RBRs to L3s)
Make the following ADDITIONS to links for the relationship L3_F&PRS (R E Q _ S O U R C E _ I D ) to R E Q _ B Y _ R E L
(PARAGRAPH_ID)

L3_F&PRS REQ_BY_RE
L

SDPS-0200 SDPS-
0200#B

SDPS-0210 SDPS-
0210#B

SDPS-0220 SDPS-
0220#B

SDPS-0230 SDPS-
0230#B

END TABLE for from L3_F&PRS  (to REQ_BY_REL)


